
Tidel  |  2025 W. Belt Line Rd. #114  |  Carrollton, TX 75006  |  Tel: 972.484.3358  |  800.678.7577   
 © 2023 Tidel   |  sales@tidel.com  |  www.tidel.com
Tidel  |  2025 W. Belt Line Rd. #114  |  Carrollton, TX 75006  |  Tel: 972.484.3358  |  800.678.7577   
 © 2023 Tidel   |  sales@tidel.com  |  www.tidel.com

Tidel D4e +
C2000 
Coin Recycler



Tidel  |  2025 W. Belt Line Rd. #114  |  Carrollton, TX 75006  |  Tel: 972.484.3358  |  800.678.7577   
 © 2023 Tidel   |  sales@tidel.com  |  www.tidel.com

When paired with a Tidel D4e smart safe, the Tidel 
C2000 coin recycler offers high speed automated 
coin recycling for transaction-heavy cash 
businesses.
 
Capable of processing up to 500 coins per minute 
while supporting 4 coin denominations, the Tidel 
C2000 offers the performance required to automate 
a high volume, transaction-heavy cash room 
environment, while enabling greater accuracy and 
accountability for all cash transactions.
 
The combined solution of a Tidel D4e + C2000 
provides retailers with a turnkey note deposit and 
coin recycling solution that offers the performance 
needed to automate cash transactions at scale. 
Completely network capable, the Tidel C2000 is 
controlled and managed by the Tidel D4e software 
interface, which offers a convenient way for store 
personnel to conduct their cash transactions from 
one, easy to use console.
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Tidel D4e

Weight:  
Height:
Width: 
Depth:

Tidel C2000

Weight:  
Height:
Width: 
Depth:

149 lbs. (68 kg)
30.75” (781 mm)
12.25” (311 mm)
23” (584 mm) 

750 lbs. (340 kg.)
49.5” (1,257 mm)
17” (431 mm)  
32” (812 mm) 

Hardware Features
Tidel D4e
• 7” color console screen
• 1 time delay vault for note validator cassettes – 

includes drop slot
• Support for two single or bulk note validators
• Support for standard (1,200 notes) or XL (2,250 

notes) cassettes
• Manual drop vault
• Note validator maintenance door – enables validator 

heads to be removed in the event of a note jam
• Power supply and main CPU board accessible via the 

console
Tidel C2000 
• Coin Processing Speed:  Up to 500 coins per minute
• Coin Dispense Speed:  8 coins per second per 

hopper
• Coin Hopper Capacities (for U.S. Coins):
  1¢ – 6,800 coins
   5¢ – 4,200 coins
 10¢ – 9,600 coins
 25¢ – 3,700 coins
Software Features
• Can be connected to Ethernet network for interface 

to POS, back office PC, or remote locations
• Includes a complete cash management application
• All activity auditable to an individual user through the 

use of PINs
• Advanced accounting features allow for extensive 

list of reports
• Supports network downloads for software upgrades 

or for new currency releases
• Remote reports can be downloaded using an 

Ethernet or optional cellular connection

Warranty
• 1 year parts and 90 days labor (inside the US)
• 1 year parts only (outside the US)

Power Requirements
• 120 VAC 60Hz or 220 VAC 50Hz
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Tidel D4e 
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Specifications

11"
(280 mm)

49.5"
(1257  mm)


