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The Tidel S4e High Capacity Note Dispenser - Gen 2 

is designed for retail organizations that have a need 

to dispense a high volume of notes, using a secure 

and auditable process.

 

The Tidel S4e High Capacity Note Dispenser - Gen 2 

supports four cassettes, with each cassette capable 

of storing up to 3000 notes. The system has the 

capability to dispense up to 7 notes per second. More 

than one cassette can be used for the same note 

denomination.

 

Dispensing notes and accessing the note cassettes 

are completely auditable and managed by individual 

user PIN. Note dispensing limits can be set on a per 

individual basis.

 

The Tidel S4e High Capacity Note Dispenser - Gen 2 

measures 30.75” high, making it ideally suited to be 

placed under a retail store counter.

 

The High Capacity Note Dispenser – Gen 2 is ideal 

for �lling till drawers at start-of-shift, check cashing, 

debit card cash back, till drawer replenishment, and 

making change from large notes.
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Tidel S4e High Capacity Note Dispenser - Gen 2 

Weight:  
   
Height:
Width: 

Depth:

518 lbs. (234 kg) dispenser only
667 lbs. (302 kg) with Tidel S4e
30.75” (781 mm)
16” (406 mm) dispenser only
28.25” (717 mm) with Tidel S4e
32” (812 mm) dispenser only
32” (812 mm) with Tidel S4e

Hardware Features
• Supports 4 cassettes
• Each cassette has 3000 note capacity
• Maximum Dispense Per Transaction:  400 Notes
• Maximum Stack of Notes per Dispense:  60 

notes
• Audible alarm in vault door
• Dispenses at 7 notes per second
• System connectivity via data cables (provided 

with system)

Software Features
• Allows use of multiple cassettes for a single 

denomination
• Note Low Sensor:  Approximately 150 notes
• Can be connected to Ethernet network for 

interface to POS, back office PC, or remote 
locations

• Includes a complete cash management 
application

• All activity auditable to an individual user 
through the use of PINs

• Advanced accounting features allow for 
extensive list of reports

• Supports network downloads for software 
upgrades or for new currency releases

• Remote reports can be downloaded using an 
Ethernet or optional cellular connection

Warranty
• 1 year parts and 90 days labor (inside the US)
• 1 year parts only (outside the US)

Power Requirements
• 120 VAC 60Hz or 220 VAC 50Hz
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